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H-REPRETS-04-0716

Typical Repeater/Retransmit System

Parts List
10 Watt Repeater / Retransmit System

BASIC EQUIPMENT NEEDED: 
Qty. Description
nn 2 URC-200 (V2) UHF/VHF Transceiver

nn 2 UAC-100 Power Supply

nn 2 UVU-200 Discone Antenna

nn 2 URF-B61-LLL Antenna Cable

nn 1 UCA-100 Retransmit Cable

OPTIONAL EQUIPMENT:
nn UVU-300 3 Band Antenna for use in the 30 MHz to 90 MHz 
band as well as UHF and VHF (Only needed if EBN-30 option is 
purchased with radio)

URC-200 (V2) OPTIONS:
nn EBN-30  30 MHz to 90 MHz Functionality

nn EBN-400  400 MHz to 420 MHz Functionality

nn ECS-8   8.33 kHz Channel Spacing

8220 East Roosevelt St.   •   Scottsdale, AZ 85257   •   Phone 800-424-0052   •   URCinfo@gd-ms.com   •   www.GDMissionSystems.com/los

AUDIO

UAC-100

50 FT.

URC-200 (V2)

URF-B61-LLL

UVU-200
BRACKET OPTIONAL
TYPE “N“ SOCKET CONNECTORS

URC-200 (V2)

UVU-200
BRACKET OPTIONAL

TYPE “N“ SOCKET CONNECTORS

URF-B61-LLL

UAC-100

AUDIO

X-MODE X-MODE

BNC SOCKET ON RADIO UCA-100


